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OUTRIGGER SPREADS & LOADS

FRONT
Outrigger Spread

REAR
Outrigger Spread

FRONT TO REAR
Outrigger Length

20 ft 7 in

21 ft 8 in

22 ft 11 in

MAX FRONT
Outrigger Load

MAX REAR
Outrigger Load

47,210 1bf

47,210 1bf

* All dimensions and weights are approxi-
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With 100+ locations
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throughout the US, Brundage-
Bone and our affiliates have the

geographic footprint to provide

the right pump and operator for
your next project.
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PUTZMEISTER 382-5

OUTRIGGER SPREADS & LOADS
FRONT
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SCHWING 38 SX

OUTRIGGER SPREADS & LOADS
FRONT

Outrigger Spread 22 ft 10 in
REAR .
Outrigger Spread 23 ft 1l in
FRONT TO REAR .
Outrigger Length 25 ft1in
MAX FRONT
Outrigger Load 43,838 Ibf
- MAX REAR
=2 3 Outrigger Load 46,086 1bf
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§ . HHUNGALE-BOVE the widest range of boom sizes
%:60, and configurations to meet the
= ever-changing demands of your
= projects.
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PUTZMEISTER 422

OUTRIGGER SPREADS & LOADS
FRONT

Outrigger Spread 24 ft 7 in
REAR .
Outrigger Spread 25 ft 11 in
FRONT TO REAR .
Outrigger Length 26 ft 7 in
MAX FRONT
6om Outrigger Load 53,954 Ibf
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ALLIANCE 43-5
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OUTRIGGER SPREADS & LOADS
FRONT

Outrigger Spread 24 ft 11 in
gﬁﬁrﬁ'{gger Spread 28 ft 10 in
Outrgger Longth 30 ft10in
gﬁ’ﬁgﬁ?ﬁ{ﬂad 56,202 1bf
i 56,202 1bf

Outrigger Load

* All dimensions and weights are approxi-

Compact: B.4m (2T7")
Standard: 8.4m (30107 _

T7.6m [24'117)
£.8m (28" 107

All of our concrete pump
operators are trained and
certified to maintain the
highest safety standards and
achieve the highest degree of
professionalism, ensuring your
pours are completed safely and
efficiently.

BHUNIIALE - BINVE

brundagebone.com
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PUTZMEISTER 472

OUTRIGGER SPREADS & LOADS
FRONT

Outrigger Spread 27 ft 10 in
REAR .
Outrigger Spread 29 ft 9 in
FRONT TO REAR .
Outrigger Length 29 e 4
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Outrigger Load 55,078 Ibf
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g \,E,Fé Tnimnac—om:-  The Contractors’ Choice
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ALLIANCE 47-5

OUTRIGGER SPREADS & LOADS
FRONT

Outrigger Spread 27 ft 3 in
REAR .
Outrigger Spread 28 ft 10 in
FRONT TO REAR .
Outrigger Length 29 ft4in
MAX FRONT
Outrigger Load 67,443 Ibf
SOM
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30 = IRZ 41516 efficiency and communication.
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PUTZMEISTER 562

18

70m
229'7"

60m

196'10"

50m
164'0"

40m
131'3"

30m
08'5"

20m
657"

10m
32'10"

10m
32'10"

20m
657"

30m
o8'5"

40m
131'3"

50m
164'0"

OUTRIGGER SPREADS & LOADS
FRONT

Outrigger Spread 30 ft 6 in

}Sﬁﬁrli{gger Spread 33 ft 10 in
gﬁ?rli\Ingg?LIéE\%i{h 36 ft 11 in
glﬁﬁsggb{_gad 69,691 1bf
e 67,443 Ibf

Outrigger Load

* All dimensions and weights are approxi-

i

10

30' 6"
33

36' 11"

60m
196'10"

F 1810

E 7

g L /

: 5

= )

= <

= S

= ©

| [

= o

E s
o

= b=

g / g

N ~377

= I . :

£ i o

C =

E 38'9" 37'8" 30'6" .,!é z

F 163'9" 53

oy I

£ X_ Net Reach 152' 4"

E X Horizontal Reach 163' 9"

E °

E @

E <

E g

C ) a

F % 5

= 2 2

£ T " &

: 3 Z‘ 210

= &

= 133'0"

E End Hose not to be

E operated in caution area.

;\H\HH‘H\H\H\M\HH\HHH\\H\\H\H\HH\H\H\\H\H\H\\H\HH

50m 40m 30m 20m 10m 10m
164'0" 131'3" 98'5" 65'7" 32'10" 32'10"

20m

Booms over 47-Meters have high
ground soil pressures that often
require additional dunnage. We
have the expertise to set big
booms up properly, providing a
safe work zone for everyone on the
job site. Steel plates, crane pads or
similar may need to be provided by
the customer.

BRUNDALE - BINE

TS

65'7"

brundagebone.com
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ALLIANCE 61-5

OUTRIGGER SPREADS & LOADS

FRONT )
Outrigger Spread 38 ft 8 in
REAR .
Outrigger Spread 41 ft 4 in
FRONT TO REAR a5
Outrigger Length

MAX FRONT

Outrigger Load 89,924 lbf
UK REAR 89,924 Ibf

Outrigger Load
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N e X R
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Truck Mounted 1000

Schwing SPTO 1000

Technical Information

Concrete Output Per Hour 70 cu yards
Maximum Pressure on Concrete 1100 psi
Maximum Aggregate Size 1.5in
Differential Cylinder Diameter 7 in
Concrete Cylinder Stroke Length 39in
Differential Piston / Rod Diameter 3.54/1.96 in
Outlet Diameter 5in
Concrete Valve Type Long Rock
Shifting Cylinders 2
Max. Pump Strokes Per Minute 35
Volume Control 0 to Max
Hydraulic System Main Hydraulic Pump Open Loop A11V0O130
Hydraulic Pressure 4350 psi
Hydraulic Tank Capacity 70 gal
Remote Control Cable 100 ft

22

Our full time safety department

provides a robust safety and Risk
Management Program, including
regular safety checks on your job.

brundagebone.com
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SOMERO LINE DRAGON

Soniero DN

ENTERPRISES, INC I

FEATURES/BENEFITS:
> Utilizes a Scanreco Remote-control with rechargeable batteries

> Intelligent Steenng adjusts steering angle to prevent stress and damage to components
= Stesring capabilities. inchude two-whes!, four-wheel, and crab-style options
= Load-sensing variable-displacement Fydraulics provide optimal power
> Return-to-center steering automatically realigns wheels
= Conveniences include LED wark lghts, tie-down paints for transport, and vanious clamping locations
= Jobsile salely is increased
SPECIFICATIONS: PULLER PLACER
WEIGHT 1,150 Ibs £ 5216 kg | 1,335 Ibs / 605 kg
WIDTH 15/ LAm 515/ 1 m
HEIGHT 777119 m 197 .M m
LENGTH 1377 1&m 10° 107 7 3.30 m with boom attached
EMNGINE {STANDARD) 117 HP / 8.7 KW Henda GX290
GROUND CLEARANCE 17 - 1.257 10178 -0.180 m
STEERING ANGLE 180 deg.
TIRES Carlisle 1828.5 .
TireBall High Perfermance Inflation System
CLAMF OFENING ES/I0Em
“Enging oy APUITATIARS WY ERSACT N SOCAREN. CONEACT SIS 1Or M One intnTaton
24

brundagebone.com
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WHY CHOOSE BRUNDAGE-BONE?

With 100+ locations throughout the US, Brundage-Bone and our
affiliates have the geographic footprint to provide the right pump
and operator for your next project.

Our sales professionals are the most experienced in the industry
and many of them are former operators. Allow us to use this
expertise and recommend the right machine for your project,
consulting with you on the safest, most productive job site set up.

We have the largest fleet of pumps available, including line pumps
and placing booms, with the widest range of boom sizes and
configurations to meet the ever-changing demands of your projects.

We operate the largest fleet of truck mounted conveyors in the
US. ready to mobilize at any time. Our conveyors are a versatile tool
for difficult concrete mixes or specialty placing of aggregates, with a
wide range of material handling hoppers.

We manage our fleet age closely, adding new pumps every year,
which improves our reliability and reduces your pour time.

We invest in the safety of everyone working around a concrete
pump, with Back End Covers, Whip Resistant Hoses, and Power
Line Procedures.

Our highly trained dispatchers utilize the latest dispatching
software and are connected with our fleet via GPS, improving
efficiency and communication.

All of our concrete pump operators are trained and certified to
maintain the highest safety standards and achieve the highest
degree of professionalism, ensuring your pours are completed
safely and efficiently.

No matter the location or size of the job, Brundage-Bone and our
affiliates remain The Contractors’ Choice providing the highest

value and competitive pricing to our customers.

Our longevity in the concrete industry is the result of team effort and
strong commitment to superior service for our customers.

26

Our fleet size gives us flexibility and leads to the highest on time
performance in the industry.

Our full time safety department provides a robust safety and Risk
Management Program, including regular safety checks on your job.

We employ a team of full time Boom Inspectors that are highly
trained to keep up with the demand of inspecting equipment so it's
ready for your project.

Our Maintenance Program sets the high standard in the industry.
Identifying and correcting issues before they happen is a big part of
what keeps your pour on schedule.

Our sales and management teams are always on call, ready to act
quickly in the event of a mechanical issue.

Booms over 47-Meters have high ground soil pressures that often
require additional dunnage. We have the expertise to set big
booms up properly, providing a safe work zone for everyone on the
job site. Steel plates, crane pads or similar may need to be provided
by the customer.

brundagebone.com 27



Eco_ PAN Cost Effective Washout Pans for

Waste Containment | Recycling | Disposal
Concrete Washout Turnkey Service www.eco-pan.com

COST EFFECTIVE

Eco-Pan is a cost effective and reliable solution for concrete
washout containment and disposal, providing increased
productivity and a reduction in labor costs.

MINIMIZE FINES

Eco-Pan watertight containers are designed to minimize
concrete washout spillage, are EPA, NPDES, BMP, and SWPPP
compliant, and may help to reduce environmental fines.

LEED ACCREDITED

Eco-Pan is LEED accredited, operates within a small
footprint no matter the job site and processes all concrete
washout materials at approved recycling facilities.

\\SHE,
6\“ /] ,',’;;

BRUNDAGE-BONE

Android App Web Site iPhone App
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LOCATIONS
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BRUNDAGE-BONE LOCATIONS

With 100+ locations throughout the US, Brundage-
Bone and our affiliates have the geographic footprint
to provide the right pump and operator for your next
project.

We have worked on a wide range of projects from
large, high-profile projects to residential projects

for homeowners, we pump it all. We have built our
reputation on reliability and superior customer
service that begins before our equipment arrive at the
jobsite. We welcome the opportunity to be part of the
pre-planning process to help ensure your project is
completed safely and efficiently.
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OUR SERVICES INCLUDE

« 24 Hour Dispatch

» 24 Hour Shop

- Certified Operators

- Factory Trained Technicians and Mechanics

« Full Line of Spare Parts

- Pre-Construction, Pre-Job Checks, Pre-Planning

Contact us today for a quote or to schedule our concrete
pumping services for your next project.

See for yourself why Brundage-Bone Concrete Pumping is
The Contractor’s Choice!

brundagebone.com 31



DISPATCH

LAKELAND / TAMPA BAY, FLORIDA
(863) 340-6501

OFFICE

(863) 340-6500

BRUNDAGEBONE.COM




